












































Those not participating were generally located on railroad lines which 

had been abandoned or were to be abandoned in the near future. The 18 

railroad agreements and 451 highway authority agreements called for the 

installation of 9,854 crossbucks and 9,834 advance warning signs. The 

total cost of the project was $1.649 million. 

Seven copies of each agreement were necessary. The agreement with the 

exhibits was about 35 pages in length which meant over 150,000 sheets of 

paper had to be checked, collated, stapled, labeled and mailed. This 

was accomplished by utilizing a displaywriter word processor. 

The railroad agreement (copy attached) included the statement of pur

pose, responsibilities of each party, project financing, inspection, 

maintenance of material, equal opportunity and applicable laws and 

regulations. The agreement provided a computer-drafted exhibit showing 

the location of needed crossbucks, posts and length, and number of track 

signs. It also located crossings where existing crossbucks met current 

material specifications, but required movement to meet MUTCD location 

requirements. It also included material specification sheets, location 

specifications taken from the MUTCD and a specific estimate of cost for 

the railroad with a billing format page for railroad bills. 

The highway authority agreement (copy attached) included the statement 

of purpose, responsibilities of the parties, project financing, in

spection, maintenance of material, equal employment and applicable laws 

and regulations. The agreement provided a computer-drafted exhibit 
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showing the railroad location of the crossing including its FRA number, 

number of warning signs and number of posts. It included material 

specification sheets and location ~pecifications from the MUTCD~ 

Highway authorities were requi-red to pay 100% of the cost of the 

material if lost or improperly installed. 

Railroad and highway authority agreeme~ts w.ere standardized except for 

two railroads. One Class I railroad had a company standar~ crossbuck 

different than the proposed Iowa Standard. That railroad parttcipated 

in the program using its standard sign. A newly organized small 

railroad required sign installation before the Department could estab

lish a statewide mat~rial letting. That railroad's contract allowed the 

railroad to p~rchase and install the ~igns meeting Iowa specifications. 

EVALUATION 

The objective of the engineering study was to improve safety at 

highway/railroad grade crossings in Iowa. There are many factors in 

addition to this project which have an~impact on safety; a decrease in 

number of crossings, volume of train traffic and hi~hway traffic, public 

education efforts about crossing safety and the general economy. 

From 1983 to 1986 the number of accidents at unsignalized crossings 

decl.ine.d. The Department believes. this project contributed to that 

decrease. However, given the number of variables contributing to 
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accident rates and the short time since project completion, no statis

tical significance can be attributed to the accident reduction. 

SUMMARY 

The preliminary engineering phase was completed on time and under 

budget. The updated inventory allows more informed decision making in 

allocating 203 funds. The signage needs inventory was instrumental in 

the successful implementation of the sign installation portion of the 

project. 

The sign installation phase was completed under the estimated budget. 

An additional year was required to install the signs, largely due to 

late delivery of materials. However, all signs and posts are installed. 

The reflectorized signs enhance the nighttime visibility of crossings. 

Proper placement contributes to longer life of the signs. 

This project has gained national attention and is being duplicated in 

other states. Recently FHWA began a national push to us~ 203 funds for 

"low-cost'' improvements to crossings not eligible for automatic signals. 

The installation of passive signs is an excellent example of a statewide 

low-cost improvement. 

Rail and Water Division appreciates the support of the Iowa Highway 

Research Board on this study. 
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AGREEMENT 

between 

.ATCHISON, TOPEKA AND SANTA FE RAILWAY COMPANY 

and 

STATE OF IOWA 
Iowa Department of Transportation 

Rail and Water Division 

for 
PASSIVE SIGN PROJECT 

Project No. ___ R_R_P-_o_o_o_s ,,,_( 1_4_,_) _--_4_8_-o_o ___ _ 

Iowa DOT Contact Person _____ ....;.R....;.a~y..;..m..;;_on....;.d___;_A;_;_. _..;;_Ca:;;..l....;.l....;.a....;.h..;;_a..;..n ---------

Address ___ R_a_i_l....;.a_n_d_W_a....;.t_e....;.r_..;;_D_iv....;.1....;.·s_i..;..o....;.n~,....;.I....;.o..;..w..;..a_D:;;..O....;.T~,__;_;Am....;.e:;;..s~,~I..;;_ow..;..a:;:._....;.5....;.o..;;_0~10:;:._ ___ _ 

Telephone No. 515/239-1678 -----'------------------------
Railroad Contact Person 

----------------------~ 

Address ------------------------------
Telephone No. __;_---------------------------

Exhibits 
A - Inventory of .Passive Sign Needs 
B State Specifications for Crossbuck and Post Material 
C State Specifications for Crossbuck and Post Installation 
D Company Material Receiving Points Including Material to be Delivered. 
E Estimate of Costs 
F Billing Format 



AGREEMENT 

THIS AGREEMENT is between the Atchison,· Topkea and Santa Fe Railway 

Company; a Delaware Corporation with princip_al offices at Chicago, Illinois, 

hereafter called the COMPANY, and the state c;>f Iowa, acting by and through the 

Ibwa Department o~ Transportation, Rail and Water Division, hereafter called 

the STATE,. 

The COMPANY and. the STATE agree as follows: 

I. CONTRACT PURPOSE 
The. purpose of this contract is to. provide railroad passive warning 

signs at railroad public at-gr~de crossings to the material and 

installation standards defined in Exhibits 11 811 and 11 C11 attached and made 

part of· this,Agreement. 

II. RESPONSIBILITY· OF THE STATE 
A. The STATE w-ill' purchase the ra.ilroad pas·sive warning signs and posts 

as shown in Exhibit "A" attached and made part of this Agreement. 

STATE will also purchase the neces~ary hardware to install the 

signs. 

B~ The signs, posts and hardware will conform to the specifications 

shown in Exhibit "B". 
C., The signs, posts and hardware will b.e delivered· to COMPANY delivery 

p,oints as specified in Exhibit "0", attached and made a part of this 

Agreement. 

III •. RESPONSIBILITY OF THE COMPANY 
A~ The COMPANY· shall install the signs, posts and hardware at the 

crossings designated in Exhibit 11 A11
• 

B. The COMPANY shall install the sig~s, posts and hardware in 

accordance with the installation specifi~ations shown in 

Exhibit "C", attached and made a part of this Agreement. 

C. The COMPANY. shall install all signs:, posts and hardware within 

twelve months, of the date the signs are delivered to the COMPANY. 

D. The. COMPANY shall inform the STATE two weeks prior to beginning 

material installation and when the installation is completed. 

L All old, posts. s ha 11 be removed· from the ground· or cut within· of 

4·;,.inches from ground elevation-. Ml.material removed shall be 

c 1 ~ared fr.om t'he cross.fog_ area•'. 
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F. All temporarily installed 4" x 911 AAR-DOT inventory tages will be 
removed from the old post before disposal of the post and replaced 
on the new post in accord with Exhibit 11 811

• The top shall be 
located midway between the crossbucks facing the street or roadway. 

G. COMPANY agrees to install signs with dedicated forces. 

IV. PROJECT FINANCING 
A. Funding:· 

1. The estimated cost of this project is t;z.,17c,,oi as shown in 
Exhibit 11 E11

, attached and made a part of this Agreement. 
2. Tne FEDERAL HIGHWAY ADMINISTRATION 203 rail highway safety funds 

shall be utilized to pay 90% ~f the actual cost of the Project. 
3. The 10% matching actual costs shall be the responsibility of the 

COMPANY. 
4. The STATE shall have no cost associated with this Project other 

than the cost of administering the federal funds. 
B. Computation of Actual Cost: 

1. The actual cost is composed of the cost of the purchase and 
delivery of the materials to COMPANY delivery points plus the 
agreed unit cost of the installation of the material as defined 
below. 

2. ·The agreed unit costs of the installation are as follows: 
a. Post: $29 each post. 
b. Crossbuck Sign: $15 each sign 
~. Number of Track Signs: $7 each sign 
d. Movement Only: $29 per movement. Any movement of one post 

or one post and sign is defined as one movement. 
e. Travel and Distribution: $15 per crossing where work is 

required under this Agreement. 
3. In the event the COMPANY loses the material or fails to install 

the material in accord with Exhibit "C", the COMPANY shall 
reimburse the STATE for the cost of material and its delivery. 
The COMPANY may elect to reinstall the improperly installed 
material in accord with Exhibit 11 C11

• 

4. This Project does not require the COMPANY to move active signal 

warning systems. 
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5. Removal of 411 x 911 aluminum .inventory tags and placement on new 

posts will be at the expense of the COMPANY and shall not be 

included as a cost to this ~~oject. 

C. Billing Procedure: 
1. The STATE will furnish COMPANY the total cost of the material 

arid its transportation cost ~o COMPANY delivery points. 
2. The STATE's letting and payment documents for purchase of 

material will be on file ir:i the Office of Account.ing, Department 
of Transportation, Ames, IOw~ and shall be made available to 
COMPANY'S auditors for their.inspection during usual office 

hours. 
3. The COMPANY shall furnish the STATE a copy of the Exhibit "A11 

showing .actual installation plus a billing format document 
showing actual reimbursement:to COMPANY or pay back from 
COMPANY. The billing format document shall be in a format 
simi.lar to Exhibit 11 F11

, attached to this Agreement. 
4. Final payment by STATE or CO~_PANY, as described in the aboye 

paragraph, shall be made after a field inspection of the 

installed material by STATE and FHWA. 

V. INSPECTION 
COMPANY authorizes the STATE and FHWA the right to review, inspect and 
obser~e, at reasonable times upon re~~onable notice, work. in progreis 
and completed work as covered by this Agreement. STATE may appoint 

.. 
inspector(s) to represent it in the ~nspection of all work done under 
Agreement. The inspector(s) will not act as foreman or perform other 
duties for the CQMPANY, nor improperly interfere with management of the 
work. COMPANY shall provide the STA!E with every reasonable facility 
for ascertaining whether the work is being performed to conform to 
Agreement specifications. All such trispection shall be subject to the 

right of COMPANY to require supervision where appropriate for safety 
reasons. During such inspections, STATE shall indemnify and save 

harmless COMPANY against and from liability for all personal injury, 
damage, claims, cost and expense arising as a result of any injury to a 
representative of STATE performing such inspections, or their presence 
on COMPANY property, unless s~ch liability, damage, claim, costs and 

expenses were caused by COMPANY'S $Ole negligence·. 



VI. MAINTENANCE OF MATERIAL 
Upon completion of the installation of materials, the COMPANY shall 
thereafter own, maintain and replace said material as may be necessary, 
at COMPANY expense.· All future maintenance and replacement of COMPANY'S 
passive signs and posts at Iowa public crossings shall be in a~cordance 
with Exhibits 11 811 and "C". COMPANY shall promptly, at its own expense, 
remedy any damage to material installed through this Passive Sign 

· Project. 

VII. EQUAL EMPLOYMENT OPPORTUNITY 
The STATE and the COMPANY agree work ·covered in this Agreement is 
subject to all Federal laws and regulations relating to equal employment 
and opportunity for all persons without regard to race, color, creed, 
sex, age, religion, and national origin relating to, but not limited to, 
nonsegregated facilities, minority business enterprise providing equal 
employment and equal opportunities to veterans including, without 
limitations,. Executive Order 11246 as amended, 41 CFR Section 60-1 et 
seq., 41 CFR Section 1-1.1310.2, 41 CFR Section 60-741 et seq., 
Executive Order 11707, 41 CFR Section 60-250.l et seq~, 49 CFR Section 

265.1 et seq., to the extent applicable. 

VIII. APPLICABLE LAW AND REGULATION 
It is understood that the Project herein contemplated will be financed 
from funds appropriated by the Federal Government and expended under 
Federal Regulations; that all plans, specifications, estimates, awards 
of contracts, acceptance of the work and general procedure are subject 
to all Federal laws and regulations applying to such a Federal project, 
subject, however, to applicable STATE law. Specific reference is made 
to Federal Aid Highway Program manual: Volume 6, Chapte~ 3, Section 2, 
Sub-Section 7; Volume 6, Chapter 4, Section 1, Sub-Section l; Volume 6, 
Chapter 4, Section 2, Sub~Section l; Volume 6, Chapter 4, Section 1, 
Sub-Section 14; Volume 1, Chapter 4, Section 3; Volume 6, Chapter 6, 
Section 2, Sub-Section 1, Volume, Chapter 8, Section 2, Sub-Section l; 

and Part VIII to the Manual on Uniform Traffic Control Devices for 
Streets and Highways, and supplements thereto issued by the Federal 
Highway Administration. These memoranda are by reference made a part of 
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this Agreement. In the. event that the-work herein is non-participating 

in. Federal-Aid,, any reference to the .Federal Highway Administration in 

the me(lloranda referred: to herein sha-11' be interpreted· as meaning the 

STATE. 
IN:WITNESS.WHEREOF~ the COMPANY and.the· STATE hereto.have caused this 

Agreement to be executed by their authoriz.ed·officers as of· the dates below 

indicated~ 

Executed by t.he. 
COMPANY t~is 

day of , 19 
· · · Name and Tit le · · 

County.. of ---,.----.--,----,..-,.... 

ATCHIS.ON, TOPEKA AND SANTA FE RAILWAY COMPANY 

SS. 

On this day of , 19 , personally· appeared 
. , to me Rersonally known, who being by me duly 

-s-w-or--n-· """"d ...... i .... d--s-a.._.y-. ...,..t ....... h-at;....·..,.h-e--.... i"""s·-~- o.f said COMPANY and 
that said instrument was. signed and executed' by him ori beha-lf of sp.id· COMPANY 
by author-it,x of its Bo_ard of D.irectors as its voluntary act and deed .• 

Executed by-the 

STATE this 

__ day of-----'· 19·_: 

Notary· Public in and· for said County 

STATE OF IOWA 

[owa.Oe~artment of Transportation 

Rail and Water Division 

By 
-N-e~i~l~~M~.-v-o~lm_e_r-----------

Manag~r, Engineering and Safety. 



State of Iowa 
SS 

County of Story 

On this day of , 19 __ , personally appeared 
Neil M. Volmer, to me personally known, who being by me duly sworn did say 
that he is Manager, Engineering and Safety for the Iowa Department of 
Transportation, Rail and Water Division, and that he was duly authorized to 
execute this Agreement as the said Department of Transportation's voluntary 
act and deed as shown in Staff Action -----

Approved----------
Date 

Division Administrator 

Notary Public in and for said State 

FEDERAL HIGHWAY ADMINISTRATION 
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EXHI'31T A ,. COUNTY # 56 f .1-&Uii J ATSF 
. SfGNAllZEC C~DSSINGS 

PPOGRAM FCR INSTALLATluN· OF RAlLROAO SIGNS A~D POSTS 

) 
~RAl\Ct- RRl'ILE:POST 
------ ----------

CROSSINGNO CPC S SE!UCK lfBPOST POST HT TPACKS NU4BER Hl"AflKS 

---------- --------- ------ ------ ------ ------ -------
00234.12 C04S~4K 4 2 (; 

\• 0023(:.'14 co·49 ~6Y. 2 2 2 

0023?..13 CC49~7F 2 2 2 

r C024C. 50 C049 59U 2 2 2 

ooz·4r. 39 cc 4'il: l v 2 2 2 

CC24E. Cl C04 1n6f 2 2 3 

00248.23 CC4Sf.7L 2 2 2 

00248".85 C04'if81 2 2 2 

00251. 15 C04S71B 2 2 2· - *TOT Al A~PCCDE ~ T SF 20 18 



PAGE 1 

EJIHIBil A CCUt-:TY 11 56 I J-~E ATSF 
NON-SIGNALIZED CRCSSINGS 

PRCGRA~ FCR JNSTALLATIU~ OF RAILROAD SIGNS AND POSTS 

BRANCt- )18PCST POSTl"T ~R~ILEPOST CPOSSINGNO CRGSSeUCK ------ ------· ---------- ---------- ---------
MCVECNLY RE~AR~S 

ARMOUR ClAL LO C0000.14 CC4<;tOI\ 2 2 /{, -/&, N-1 S-LEVEL 

*TOTAL A~~CCCE ATSF 2 
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Railroad Crossbucks 
Signing Materials 

GENERAL. All materials shall be new and unused. Before incorporati-0n 
into the work, all materials shall be approved. 

Unless otherwise stated, dimensions and tolerances for all bolts, 
nuts, and washers shall be similar to that specified by ANSI for the 
size required. 

SIGN BLADES. Sign blades shall be extruded aluminum. Aluminum 
extrusion shall be Alcoa extruded section 84751 and shall meet the 
requirements of ASTM B 221, Alloy 606_3-T6. 

SIGN PANELS. Sign panels shall be of sheet aluminum, and shall meet the 
following requirements: 

Sheet Aluminum for signs shall meet requirements 
of ASTM B 209, Alloy 5052-H38 or 6061-T6, with no specified 
limit for yield strength or bend test. Sheet aluminum shall 
have a nominal thickness of 0.080 inch. The thi~kness shall 
be subject to tolerances similar to those specified in 
ASTM B 209 for a sheet having a width equal to the greatest 
di~ensicin of the ~ign. 

REFLECTIVE SHEETING. Except as otherwise specified on the plans or in 
these specifi~ations, reflective sheeting shall consist of spherical 
lens encapsulat~d in, transparent plastic. The sheeting shall be coated 
on one side with an adhesive backing pr9tected by a removable liner. 

Reflective sheeting shall be uniform in color and reflectivity. In 
a single sign, variations in color or reflectivity noticeable at a 
distance of 50 feet or more, under daytime or nighttime lighting 
conditions, shall be cause for rejecti6n of the sign. 

A_ll reflectorized signs shall have ;silver encapsulated-lens 
sheeting for the background and black letters, symbols, and borders. 

Encapsulated~Lens Sheeting shall meet the following 
rE;!quirements: 
A. Reflectivity. The reflective intensity shall have the 

following minimum valuei expressed as average candle
power per foot-candle per square foot of material. 
Measurements shall be made in accordance with Paragraph 
4.3.7 of FSS L-S-300B, "Sheeting and Tape, Reflective: 
Non-exposed Lens, Adhesive Backing". 

Angle, deg. Si l_ver 
Divergence . 2 . 5. 1. 5 
Incidence 

-4 250·. 95 ~ 4.0 
40 120. 54. 2.0 
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The reflective intensity of unweathered sheeting, when 
measured in accordance with the rainfall test specified 
in FSS L-S-300B, shall not be less than 90 percent of the 
above values. 

B. Physical Characteristics. The sheeting shall have a 
strength suitable for handling, processing, and 
application, according to the manufacturer's recommen
dations, without appreciable damage. The unapplied 
sheeting, conditioned for 48 hours and tested at 72 
degrees F and 50 percent relative humidity, shall show 
no cracking when bent around a 1/8-inch mandrel. The 
reflective surface shall be smooth and flat and shall 
exhibit an 85 degree specular gloss reading of not less 
than 50 when tested in accordance with ASTM D 523. 

The reflective surface shall be readily processed and 
compatible with recommended transparent and opaque 
process inks and shall show no loss of color coat with 
normal handling, cutting, and application. The sheeting 
shall permit cutting and color processing at temperatures 
of 60 to 100 degrees F and relative humidities of 20 to 
80 percent and application and curing, as recommended by 
the manufacturer, without loss of color or staining. The 
reflective surface shall be resistant to VM&P, naphtha, 
and mineral spirits. 

C. Color. The color of the sheeting shall be within the 
limits of the color tolerance charts issued by the U.S. 
Department of Transportation. 

D. Durability. The sheeting shall be so durable that the 
manufacturer can recommend that for a minimum outdoor 
exposure in Iowa of 10 years, deterioration of properly 
processed and applied sheeting would not be anticipated 
to the extent that resulting defects, when viewed from 
a vehicle, would make the sign ineffective for the intended 
purposes or would reduce the reflective intensity below 
the following limits: 

Reflective Intensity 0.2 degree 
divergence -4 degree incidence 

Silver 200 

E. Adhesion shall be by a precoated, pr~ssure-sensitive 
adhesive or a tack-free, heat-activated adhesive, either 
of which may be applied without additional adhesive 
coats on the reflective sheeting or application surface. 
A protective liner shall be attached to the adhesive 
and shall be removable by peeling without soaking in water 
or other solvents. 
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The adhesive shall form a durable bond to smooth corrosion
and weather-resistant surfaces and shall permit the 
reflective sheeting to adhere securely 48 hours after 
application at temperature~ of -10 to 150 degrees F. The 
adhesive-coated sheeting shall be vandal resistant~ and 
when jabbed with a spatul~.at -10 degrees F, the adhesive 
bond shall prevent the reflective sheeting from shocking 
off. The sheeting shall resist peeling from the applica
ting surface when a 5 pound/inch-width force is applied 
as outl}ned in ASTM D903. The precoated adhesive shall 
have no staining effect on the reflective sheeting and 
must be mildew resistant. 

FASTENING ACCESSORIES. The threads of 9,ll fastening accessories shall 
meet the requirements of ANSI Bl.1, National Coarse Thread Series. Sign 
fasteners shall comply with the following requirements: 

A. Bolts shall be 3/8 inch in diameter with a hexagonal head. 
Thread fit shall conform to ANSI Class 2A. The length 
will be as shown on drawings. 

B. ·Nuts shall be finished, finished thick, regular, or 
heavy, hexagonal, self-locking nuts for 3/8~inch bolts, 
but all nuts shall be of the same type. The axial tensile 
strength at room temperature shall be not less than 4730 
pounds. Self-locking nuts shal·l be approved by the 
engineer. Thread fit shall be as recommended by the 
manufacturer. 

·c. Washers shall be 7/16" I.D. x 111 O.D. x 0.078 11 with 
thickness tolerance of plus or minus 0.006 11

• 

D. Neoprene washers shall be 7/16 11 I.D. x 3/411 O.D. x l/811 

thickness. {Neoprene washers are required when treated 
wood posts are used). Durometet hardness shall be 
60 to 70 with a tolerance of plus or minus 5. 

Hardware shall be furnished in galvanized steel. Galvanizing shall meet 
requirements of ASTM A 153, Class D, or ASTM A 164, Type LS. 

SAWN WOOD POSTS. Sawn wood posts shall .conform to the shape and nominal 
dimensions for rough stock as specifie~ in the contract documents, ahd 
shall meet requirements of Dense No. 1 grade for Douglas-fir coast 
region, or Dense Structural 65 grade for southern pine. 

WOOD SIGN POSTS. Wood sign posts shall :be either Douglas-fir (coast 
region) or southern pine and shall be graded as provided in ASTM D 245 
according to rules approved by the Board of Review of the American 
Lumber Standards Committee. 

Douglas-f1r posts shall be of the following grades and shall be free of 
heart centers: 

411 by 611 
- Dense No. 2 Structural Joist and Plank; 
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Southern pine posts shall be of the following grades: 

411 by 611 
- Select Structural 

Posts shall be furnished in the size and length specified and shall 
conform to the following for the size designated: 

Posts 4 inches by 6 inches shall be furnished S4S 
and shall be sawn square at both ends. Posts shall 
be bored with four holes 7/16 inch in diameter through 
the 411 thickness, with one hole 18" from one end of 
the post, the second hole 7" from the first, the third 
hole 1611 from the second and the fourth hole 15" from 
the third. The spacing and alignment of holes shall be 
within 1/16 inch of true centerline and distance. 

All posts shall be kiln-dried or air-dried prior to treatment to a 
moisture content of not more than 20 percent. When dried, all posts 
shall be free from bends in more than one plane and free from short or 
reverse bends, and a straight line from the centers of the ends of a 
post shall not deviate from the longitudinal axis of the post at any 
point more than 0.5 percent of the length of the post. 

PRESERVATIVE TREATMENT. All boring shall be done before treatment. 
Unless otherwise provided, posts shall be given pressure preservative 
treatment with pentacholorophenol in accordance with requirements of 
AWPA P8. 
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POST DETAIL 
4·· x 6' wooc POSt to be 
treatec Ai! r.~!es must 

"' " 0 
.c 

"' ii 

"' .-.. 

t5 

"' " 0 
.c 

"' ii 

"' ' . .-.. 

Ci 

be clrilled prior to application of 
treatment 

;:iuncn slots for bands to _ Mount on wood posts 

"-·~. attach S•rg-:n
0

t_o_s
0

te_e_1 _p_o1_e_s ______ ~------~w-it_h_4_2~·· galv. roofing na<ls 

I I Ra,,mao xv .,... ... ,.;.. I ~ic 

,t-.-- -c R 1t.-c- . 

~ ldent1ftcat1on ·"!",:::+ca1• . +. ~ =.- 5/32". 

·.co·,. o I ·~ I I " 
~L-:.::· - ,;oi:a•1--1-·+--l._8 2 0 0 5· 0 ts Fl == S/32' 

.Bottom~ . . -~· _Top _ , 
Band - Ba no ~ ----

b.J · l_. · =' I J ToTop 

Rear Blade 7116" dia 

BLADE DETAIL 
Blades to be Alcoa extruded section 84751 aluminum 

alloy No. 6063-T6. Two blades are required tor each 
sign 

Background surface to be ;lcotchtite No 2870 or 
equivalent silver high intensity reflective she~ting. ~et
ter1ng to be silk screened 5· _!' black letters. Back of 
each blade to have 5' strip of Scotch lite No. 3870 or 
eau1va1ent full length 

7/16" dia 

l:----1 ·-1 'h"---I . 7/16 .. dia 

.. 1-------2·_3 .. ____ ...., 

MULTIPLE TRACK SIGN DETAIL 
,\,ul~ 1 ple track. signs to be 080" No 5052-H38 or 6061:r5 sheet aluminum One 
ea:n single taced sign for each crossing sign where two or more tracks are tc 
~e crossed. Background surface to be Scotch1ite No 2870 or equivalent silver 
'"!1gh 1ntens1ty reflective sheeting Numbers to be 5· "black and letters-to be.: 
:)lac~ stlk sere-en lettering. 

foi ~~;0:"-U.S. DOT-AAR !.,..,,.. ~ 
<I . 9" . I ,,. , :t- ~ 

CROSSING IDENTIFICATION MARKER DETAIL 
Each sign to be stamped for particular railroad highway 
crossing {See chart in contractl 
Stainless steel bar.d shall be 0.015 .. thickness x ~~ .. width 
fastened around pole with stainless steel buckle. 
All characters compressed commercial gothic letters and 
numbers to be stamped into 22 gauge iO 0313") aluminum plate (4 .. x 9"). 

ll'' x 5·-,·· 
plated hexhead 
bolt with nut and 
two flat washers. 

)-
. . 

3te" x 5" 
plated hexhead 
bolt with nut. · 
two flat washers and 
two neoprene was he. rs. one 
on each side at .sign 

.SIGN MOUNTING DETAIL 

ot Post 

~t.. towa Department 
..:,-, of Transportation 

RAILROAD CROSSING SIGNING 
(MATERIAL SPECIFICATION RRM-1) 

COUNTY 



Railroad Crossbucks 
Signing Installation 

ERECTION OF SIGNS. Signs shall be erected so that they will be at 
elevations called for, shall be true to line and grade, and shall be 
truly vertical. 

Wood posts shall be set in holes which are 12 inches in diameter and of 
the proper depth, and posts shall not be cut after treatment. 

Posts shall be set to full depth and accurately aligned both vertically 
and horizontally. Post holes shall be backfilled in layers not more 
than six inches in depth. Each layer shall be thoroughly compacted, 
care being taken to preserve the alignment of the posts. 

Exhibit "C" 
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TYPICAL INSTALLATIONS 
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GENERAL NOTES: 
Details Indicated hereon for the Railroad-Highway 
Crossing Sign (Crossbucks) are typical .for a 
normal installatl~n of this lYJ>:e· 

A normal sign lnstalfatlon for a craning shall 
ordinarily consist of two "Cro11buck" signs and 
two "Railroad Advance Warning Signs". One 
each of these slg~i shall be used as specified at 
each side of the c;o11ing. · · 

I 

/ .TRAFFIC --, 

Paved Road, With Shoulder- Paved. Road; Without Shoulder l,lnpaved Road, No ~houlde~- Business or.Residence District 

6' Min. 

+ 
Edge of 

Shoulder 

+ 
Edge of 

Pavement 
Edge of 

Traveled Way. 

~"11. towa Department 
• .., Of Transportation 

RAILROAD CROSSING SIGNING 
(CROSSBUCK -PLACEMENT RRP-1) 



Iowa Passive Sign Project 

RRP-0005(14)--48-00 

Company Material Receiving Points Intluding Material 
To Be De 1 i vered 

Exhibit "D" 



ESTIMATE OF COSTS 
Iowa Passive Sign Project 

RRP-OOOS(14)--48-00· 

1. Material Costs 

a; dQt Crossbuck signs at $49.66 each 

b. d Posts at $32.19 each 

c. IR Number of track signs at $19.73 each 

Total Estimated Material Cost 

2. Instaliation Costs 

a. 2--. Posts at $29 each 

b. . 2. L- Cross buck signs at $15 each 

c. I \j Number of track signs at $7 each 

d. 0 ~ovement cinly at $29 each 

e. 10 Travel ahd distribution at $15 each crossing 

Total Iristall~tion Cost 

3. Total Estimated Project Cost 

$xxx 
$ Stf.C() 

$ 330.cD 

$ /<=>.7(~.0<) 

$ s-
$ J Si".>. <YJ 

$----< / 71 o . oj 

NOTE: Estimated material costs were secured by STATE purchasing office. 

,,. 



BILLING FORMAT Iowa Passive Sign Project RRP-OOOS(l4)--48-00 

{Railroad Company) 

1. Material Costs (including transportation to COMPANY) 

a. 

b. 

c. 

d. Hardware 

Crossbuck signs @ $39.95 * each $ 

16' Posts @ $ 25. 00 * each $ 

18' Posts @ $ 28. 20 * each $ 

20' Posts @ $ 31. 67 * each $ 

Number of track signs @ $ 10. 67 * each $ 

l/2 11 x6 1/2" bolts w/nuts @ $ 0. 3556 * each $ ----
l/2"x 5" bolts w/nuts @ $ 0. 2415 * each $ ----
1/211 steel washers @ $0.0684 *each $ ----
1/2" neoprene washers @ $ 0. 0590 * each $ ___ _ 

411 sign brackets @ $ 3. 98 * each 

511 sign brackets @ $ 5. 43 * each 

811 sign brackets@ $ 5.54 *each 

$ ___ _ 

$__,, __ _ 

$ ___ _ 

Total Material Cost 
$ ___ _ 

*Information will be furnished by STATE after material letting 

2. Installation Costs 

a. Posts @ $29 each $ 

b. Crossbuck signs @ $15 each $ 

c. Number of track signs @ $7 each $ 

d. Movement only @ $29 each $ 

e. Travel and distribution @ $15 each crossing $ 

Total Installation Cost 
$ ___ _ 

3. Total Project Costs $ ----
4. Total Project Costs times 10 percent $ , ___ _ 
5. Total Installation Cost minus 10 perce~t Total Project Costs 

equals amount due COMPANY $ -----
COMPANY sha 11 reimburse STATE for 100 percent of the costs of a 11 
material delivered to COMPANY but not installed. 

Exhibit 11 F11 





AGREEMENT 

between 

CITY OF ACKLEY, IOWA 

and 

STATE OF IOWA 
Iowa Department of Transportation 

Rail and Water Division 

for 

IN.STALLATION OF ADVANCE WARNING SIGNS AT RAILROAD CROSSINGS 

Project No. ___ R_R_P_-o_o_o_s (..._1_4-'-) _--_4_8_..;o.:;..;;o'------

STATE OF IOWA: 

Contact Person Neil M. Volmer 

Address Rail and Water DivisiQn, Iowa DOT, Ames, Iowa 50010 

Telephone No. 515/239-1497 

HIGHWAY AUTHORITY (City or County): 

Contact Person -~F_.r...,.a..._n..,,,.k---=B=o"'-'h~e=m~a.u.n_,_, ......;C:...;O::.:..u~n~c .... 1.i.....· lum.l.Uoa.un.._ __________ _ 

Address ____ -=c~/=o_C.;;;..:..it=v~H~a=l~l~·a-...:..A=c=k~l~e~y~I~A:........=:;5=0=6=0~1-----------

·Telephone No. 515-847-3332 
---"--"=--~-'--===-=--------------------

Exhibits Attached to This Aareement 
A - Inventory of Sign Nee s 
B - Specifications for Material 
C -·Specifications for Installation 

F : 3 l ·j ,i 9 2 4 

1-\Ail f: WATER DIV. 





IOWA DEPARTMENT OF TRANSPORTATION 

AGREEMENT FOR INSTALLATION 
RAILROAD CROSSING ADVANCE WARNING SIGNS 

. THIS AGREEMENT is between CITY OF ACKLEY, IOWA 
hereinafter called the HIGHWAY AUTHORITY, and the STATE OF IOWA, acting by and 
through the Iowa Department of Transportation, Rail and Water Division, 

hereinafter called the STATE. 

The HIGHWAY AUTHORITY and the STATE agree as follows: 

I. CONTRACT PURPOSE 
The purpose of this contract is to provide advance warning signs at 
railroad public at-grade crossings to.the material and installation 

-· . standards defined in Exhibits "B" and "C" attached and made part of 

this Agreement. 

II. RESPONSIBILITY OF THE STATE 
A. The STATE will purchase the necessary advance warning signs, posts 

and hardware as shown in Exhibit "A" attached and made part of 

this Agreement. 
B. The signs, posts and hardware will be delivered to a distribution 

point located within 50 miles of the HIGHWAY AUTHORITY for receipt 

by the HIGHWAY AUTHORITY. 
C. The signs, posts and hardware will conform to the specifications 

shown in Exhibit "B". 
D. The STATE will inform the HIGHWAY AUTHORITY of the designated . 

location and the date signs will be available. 

III. RESPONSIBILITY OF THE HIGHWAY AUTHORITY 
A. The HIGHWAY AUTHORITY shall obtain the signs, posts and hardware 

at the distribution point designated by the STATE. 
B. The HIGHWAY AUTHORITY shall install the signs, posts and hardware 

at the crossings· designated in Exhibit "A". 
C. The HIGHWAY AUTHORITY shall install the signs, posts and hardware· 

in accordance with the installation specifications shown in 
Exhibit "C" and in Part VIII to the Manual on Uniform Traffic 
Control Devices for Streets and Highways •. 

-1-
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D. The HIGHWAY AUTHORITY shall install all signs, posts and hardware 

within six (6) months of the date the ST~TE advises the HIGHWAY 
AUTHORITY the signs are availab~~ at the distribution point. 

E. The HIGHWAY AUTHORITY shall inform the STATE two (2) weeks prior 
to beginning material installation and when the installation is 

completed. 

IV. PROJECT FINANCING 
A. Funding: 

1. The FEDERAL HIGHWAY ADMINiSTRATION 203 rai 1 highway safety 
funds shall. be utilized to.pay 90% of the cost of the . . 

Project. 
--· 2. The 10% matching costs shall be the responsibility of the 

HIGHWAY AUTHORITY. 
3. The STATE shall have no cost associated with this Project 

other than the cost of administering the federal funds. 

B. Project Costs: 
It is agreed between the HIGHWA_Y AUTHORITY and the STATE that 90% 
of the total cost of the project shall be the cost of purchasing 

and delivery of the materials to the distribution point. It is 
also agre~d that 10% of the total cost of the project shall be the 
cost to obtain material from distribution point plus the cost to 
install the materials minus the salvage value of the existing 

deficient material. 
C. Financial Participation by Each Party: . 

1 ... The STATE'S use of 203 rail highway safety funds shall pay 
all costs associated with:_purchase and delivery of materials 

to designated distribution points as defined in paragraph B 

above. 
2. The HIGHWAY AUTHORITY shall· be responsible for all costs 

associated with obtaining the signs from the designated 

distribution point and installation of the~materials. The 
ownership of all existing signs remains with the HIGHWAY 

AUTHORITY. If the HIGHWAY AUTHORITY loses or fails to 
properly install the materials in accordance with Exhibit 
11 C11 , the HIGHWAY AUTHORITY shall correct the failure or make 
immediate repayment to the STATE for all associated costs of 

the materials. 

-2-



V. INSPECTION 
The STATE and FEDERAL HIGHWAY ADMINISTRATION· have the right to review, 
inspect and observe, at reasonable times upon reasonable notice to the 
HIGHWAY AUTHORITY, materials, work in progress and completed work as 
covered by this Agreement. The STATE and the HIGHWAY AUTHORITY agree 
the HIGHWAY AUTHORITY is responsible for sign location at specific 
crossings. 

VI. MAINTENANCE OF MATERIAL 
Upon completion of the installation of materials, the HIGHWAY AUTHORITY 
shall assume all ownership and all maintenance responsibility of the 
advance warning signs. The HIGHWAY AUTHORITY agrees to replace any 
sign· Jnstalled by this Project which is destroyed or missing. All 
maintenance and replacement of HIGHWAY AUTHORITY'S material at the 
crossings improved under this Agreement shall be in accord with 
Exhibits 11 811 and 11 C11

• 

VI I. EQUAL EMPLOYMENT OPPORTUNITY 
The HIGHWAY AUTHORITY and the STATE agree work covered in this 
Agreement is subject to all Federal laws and regulations relating to 
equal employment and opportunity for all persons without regard to 

. race, color, creed, sex, age, religion, disadvantaged, handicapped and 
national origin relating to, but not limited to, nonsegregated 
facilities, minority business enterprise providing equal employment and 
equal opportunities to veterans. 

VIII. APPLICABLE.LAW AND REGULATION 
It is understood that the Project herein contemplated will be financed 
from funds appropriated by the Federal Government and expended under 
Federal Regulations; that all plans, specifications, .estimates, awards 
of contracts, acceptance of the work and general procedure are subject 
to all Federal laws and regulations applying to such a Federal project~ 

subject, however, to applicable STATE law. 

-3-



JN WITNESS WHEREOF, the HIGHWAY AUTHO.RITY and the STATE hereto have 
caused this Agreement to be executed by their authorized officers as of the 
dates below indicated. 

Exe.cuted by the 
HIGHWAY AUTHORITY this 

1th day of February , 19 84. 

Attest: 

By ~v-~. ;{ ~~~ 
.Nameand Tit le 

By/w(~d 
Nameand T Hi 
Dale Brass, Mayor Pro Tern 

Nanci L~ Sauerbrei, City Clerk 

Executed by the 
STATE this 

Approved 
~~~~~~~~~~-

Date 

Division Administrator 

ST ATE OF IOWA 
Iowa Department of Transportation 
Rail and Water Division 

FEDERAL HIGHWAY ADMINISTRATION 

-. 
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Railroad Advance Warning 
Signing Materials 

Exhibit 11 811 

GENERAL. All materials shall be new and unused. Before incorporation 
into the work, all materials shall be approved. 

Unless otherwise stated, dimensions and tolerances for all bolts, 
nuts, and washers shall be similar tb that specified by ANSI for the 
size required. 

SIGN PANELS. Sign panels shall be of sheet aluminum, and shall meet the 
following requirements: 

Sheet Aluminum for signs shall meet requirements 
of ASTM B 209, Alloy 5052-H38 or 606l~T6, with no specified 
1 imit for yield strength or bend test. Sheet ,aluminum shall 
have a nominal thickness of 0.125 inch. The thickness shall 
be subject to tolerances similar to those specified in 
ASTM B 209 for a sheet having a width equal to the greatest 
dimension of the sign. 

REFLECTIVE SHEETING. ·Except as otherwise specified on the plan~ or in 
these specifications, reflective she~ting shall consist of spherical 
lens encapsulated in, transparent plastic. The sheeting shall be coated 
on one side with an adhesive backing protected by a removable liner. 

Reflective sheeting shall be uniform in color and reflectivity. In 
a single sign, variations in color or reflectivity noticeable at a 
distance of 50 feet or more, under daytime or nighttime lighting 
conditions, shall be cause for rejection of the sign. 

All reflectorized signs shall have yellow encapsulated-lens 
sheeting for the background and black letters, symbols, and borders. 

Encapsulated-Lens Sheeting ~hall meet the following 
requirements: 
A. ·Reflectivity. The reflective intensity shall have the 

following minimum values expressed as average candle
power per foot-candle per square foot of material. 
Measurements shall be·made in accordance with Paragraph 
4.3.7 of FSS L-S-3008, "Sheeting and Tape, Reflective: 
Non-exposed Lens, Adhesive Backing". 

" 

Angle, deg. Yellow 
Divergence . 2 :. 5 1. 5 
Incidence 

-4 170. 62. 3.0 
40 80. ·35. 1. 5 

The reflective intensity of unweathered sheeting, when 
measured in accordance with the rainfall test specified 
in FSS L-S-300B, shall not be less than 90 percent of the 
above values. 
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B. Physical Characteristics. The sheeting shall have a 
strength suitable for handling, processing, and 
application, according to the manufacturer 1 s recommen
dations, without appreciable damage. The unapplied 
sheeting~ conditioned for 48 hours and tested at 72 
degrees F and 50 percent relative humidity, shall show 
no cracking when bent around a 1/8-inch mandrel. The 
reflective surface shall be smooth and flat and shall 
exhibit an 85 degree specular gloss reading of not less 
than 50 when tested in accordance with ASTM D 523. 

The reflective surface shall be readily processed and 
compatible with recommended transparent and opaque 
process inks and shall show no loss of color coat with 
normal handling, cutting, and application. The sheeting 
shall permit cutting and color processing at temperatures 
of 60 to 100 degrees F and relative humidities of 20 to 
80 percent and application and curing, as recommended by 
the manufacturer, without loss of color rir staining. The 
reflective surface shall be resistant to VM&P, naphtha, 
and mineral spirits. 

C. Color. The color of the sheeting shall be within the 
limits of the color tolerance charts issued by the U.S. 
Department of Transportation. 

D. Durability. The sheeting shall be so durable that the 
manufacturer can recommend that for a,minimum outdoor 
exposure in Iowa of 10 years, deterioration of properly 
processed and applied sheeting would not be anticipated 
to the extent that resulting defects, when viewed from 
a vehicle, would make the sign ineffective for the intended 
purposes or would reduce the reflective intensity below 
the following limits: 

Reflective Intensity 0.2 degree 
divergence -4 degree incidence 

Yell ow 136 

E. Adhesion shall be by a precoated, pressure-sensitive 
adhesive or a tack-free, heat-activated adhesive, either 
of which may be applied .without additional adhesive 
coats on the reflective sheeting or application surface. 
A protective liner shall be attached to the adhesive 
and shall b~ removable by peeling without soaking in water 
or other solvents .. 

The adhesive shall form a durable bond to smooth corrosion
and weather-resistant surfaces and shall permit the 
reflective sheeting to adhere securely 48 hours after 
application at temperatures of -10 to 150 degrees F. The 
adhesive-coated sheeting shall be vandal resistant, and 
when jabbed with a spatula at -10 degrees F, the adhesive 
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-
bond shall prevent the reflective sheeting from shocking 
off. The sheeting shall ~esist p~eling from the applica
ting surface when a 5 pound/inch-width force is applied 
as outlined in ASTM D903. The precoated adhesive shall 
have no staining effect on the reflective sheet.ing and 
must be mildew resistant .. 

FASTENING AC~ESSORIES. The threads of all fastening accessories shall 
meet the re~uirements of ANSI 81.1, National Coarse Thread Series. Sign 
fasteners. shall comply with the following requirements: 

A. Bolts shall be 3/8 inch in diameter with a hexagonal head. 
Thread fit shall conform to ANSI Class 2A. The length 
will be as shown on drawings. · 

B. Nuts shall be finished, finished thick, regular, or 
_, heavy, hexagonal, self-locking nuts for 3/B-inch bolts, 

. but all nuts shall be of the same type. The axial tensile 
strength at room temperature shall be not less than 4730 
pounds. Self-locking nuts snall be approved by the 
engineer. Thread fit shall be as recommended by the 
manufacturer. · 

C. Washers shall be 7/16 11 I.D. x 111 O.D. x 0.078 11 with 
thickness tolerance of plus or minus 0.006". 

D. Neoprene washers shall be 7/16 11 I.D. x 3/4" O.D. x 1/8
11 

thickness. (Neoprene washers are required when treated 
wood posts are used). · Durometer hardness shall be 
60 to 70 with a tolerance of plus or minus 5. 

Hardware shall be furnished in galvanized steel. Galvanizing shall meet 
requirements of ASTM A 153, Class D, or ASTM A 164, Type LS. 

SAWN WOOD POSTS. Sawn wood posts shall conform to the shape and nominal 
dimensions for rough stock as specified in the contract documents, and · 
shall meet requirements of Dense No. 1 grade for Douglas-fir coast 
regibn, or Dense Structural 65 grade for southern pine. 

WOOD SIGN POSTS. Wood sign posts shall be either Douglas-fir (coast 
region) or southern pine and shall be graded as provided in ASTM D 245 
according to rules approved by the Board of Review of ~he American 
Lumber Standards Committee. · 

Douglas-fir posts shall be of the following grades and shall be free of 
heart centers: 

411 by 411 - "No. 211 
- Structura 1 Light Frami rig; 

Southern pine posts shall be of the following grades: 

411 by 411 
- No. 1 Dense; 
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Posts shall be furnished in the size and length specified and shall 
conform to the following for the size designated: 

Posts 4 inches by 4 inches shall be furnished 545 
and shall be sawn square at both ends. Posts shall 
be bored with two holes 7/16 inch in diameter with 
one hole 311 from one end of the post, and the other 
30" from the first. The spacing and alignment of 
holes shall be within 1/16 inch of true centerline 
and distance. 

All posts shall be kiln-dried or air-dried prior to treatment to a 
moisture content of not more than 20 percent. When dried, all posts 
shall be free from bends in more than one plane and free from short or 
reverse bends, and a straight line from the centers of the ends of a 
post shall not deviate from the longitudinal axis of the post at any 
point ~ore than 0.5 percent of the length of the post. 

PRESERVATIVE TREATMENT. All boring shall be done before treatment. 
Unless otherwise provided, posts shall be given pressure preservative 
treatment with pentacholorophenol in accordance with requirements of 
AWPA PB. 
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Top ol Post 

POST DETAIL 
4" x 4" wood post to be 
treated. All holes must 
be drilled prior lo application of 
treatment. 

RAILROAD ADVANCE WARNING 
SIGN DETAIL 

Sign lo be 36 .. Diameter on 0.125" 
Sheet nluminurn meeting requirements of 
ASTM 9209, Alloy 5052-H38 or 6061-TS. 
Relleclive Sheeting to be Scolchlile No 2870 
or equivalent yellow high intensity background 
with black cross and letters of proper size. 

3" 

f 

3" 

~'6 Iowa Department 
.... ., of Transportation 

36" 

,,. .. • s·· 
plated hexhead 
bolt with nut. 
two !lat washers and 
two neoprene washers. one 
on each side at !>•gn., 

SIGN MOUNTING DETAIL 

RAILROAD ADVANCE WARNING SIGNING 
(MATERIAL SPECIFICATION RRM-2) 
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Railroad Advance Warning 
Signing Installation 

ERECTION OF SIGNS. Signs shall be erected so that they will be at 
elevations called for, shall be true to line and grade, and shall be 
truly vertical. 

Wood posts shall be set in holes which are 12 inches in diameter and of 
the proper depth, and posts shall not be cut after treatment. 

Posts shall be set to full depth and accurately aligned both vertically 
and horizontally. Post holes shall be backfilled in layers not more 
than six inches in depth. Each layer shall be thoroughly compacted, 
care being taken to preserve the alignment of the posts. 
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. GENERAL NOTES: 
Oetai11 lndlCated hereon for the Rallroad·Hlghway AdVlnce Wamlng 1lgn1 are 
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DETAILS OF RAILROAD 
ADVANCE WARN.ING SIGN 

4'-0"mln. 
In ground 

6' Min . 

Edge of 
Shoulder 

-12'Mln.~ 

+ 
Edge of 

P_avement 

~·~ ~:') ~:.&:. 

+ 
Edge ol 

Traveled Way 

~t;. towa Department 
~i of Transportation 

RAILROAD CROSSING SIGNING 
(ADVANCE WARNING SIGN PLACEMENT RRP-2) 
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~ " 1 .. '()Y,_ ______ See Table for Proper Distance ______ ... ,. .. ! 

~ta Iowa Department 
... l of Transportation 

ADVANCE WARNING SIGN PLACEMENT Teble ------
___ s_u_ggested Minimum Warning Sign Placement Distance-Feet ' 

Pos1ed or 85 
percentile 

speed mph 

(use higher 
speedl 

Condilion A 
high judgment 

needed·· 
(10 Secs PIEV) 

Condition B 
STOP 

GENERAL WARNING SIGN_S_' ----

Condition C 
Deceleralion conditions to 

condition lisled lldvisory speed-MPH 

-·--------.!.~-d~~~e~_.!Eeed at co~~~-· 
____________ o _____ ~~--2_0 __ ~ ___ 40'---'so"---

20 175 1'1 l'J 
25 250 l'I 100 
30 325 100 150 100 
35 400 150 200 175 
•o 475 225 275 250 175 
45 550 300 350 325 250 
50 625 375 425 400 325 225 
55 700 450 500 475 •OO 300 
60 775 550 575 550 500 400 300 

· Distances shown are !or level roadways. Corrections should be made for grades. Oislances based 
in 36-inch signs. 1148-inch Signs are used. the legibility distance may be increased lo 200 feel. This 
would allow r~duc1ng the distance by 75 feet 

''"urban areas. a supplementary pl ale undernc11th !he warning sign should be used specifying !he 
d1s1ance 10 the condition ii there is an in·between in1ersec1ion which might confuse the motorist 

' O•stance provides tor 3·second PIEV. 125 leet Sign legibility Distance. Braking Dislance for 
Condition B and ComfortAble Breaking Distance for Condition C as indicated in A Policy on 
Geometnc Oes1qn of Rurttl Highways. 1965. AA5HTO. Figure Vll1·15B. 

•No suggesled minimum dislance provldrd. At these Sp!"eds. sign IOCAlion depends on physicAI 
condilions at site 

RAILROAD CROSSING SIGNING 
(ADVANCE WARNING SIGN PLACEMENT RRP-3) 
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